TING

SYMPTOM

i

A
H.,.M.,..mmm.mm_,mm. R

i

i
Engine cranks

i

Engine does not crank

b ] :
¢ Check starter motor ;

OESNOT START OR IS HARD TO START

CHECK

o i e e e s g o, e, o o i St s o

¥

B i s e, s onm il o i i s oo s s i ek

¢
i

o ey

“{ Check if engine is !

! granked ;
2 U |
1
Cranked Not cranked

[ o e e e .

S g O Check if fuel is reaching car- *

j buretor by loosening drain

3 I ] { screw N

Fuel reaching carburetor

Fuel not reaching car-

buretor

4 i

A

Sparks iump

Wealk or no sparks

j Bemove spark plugs and WE

Y y y i
Ly spark test

WWWWWWWWWWWWWWWWWW -

|
b |

|

Compression normal

Loss of comprassion

~ 1 Test (::y;mﬁer compression |

e e e

o e st i e i sins i b e v . v sk

fffors o st v i i s e st i o o

Engine does not fire

Engine fires but

i :
| Start by following normal

| starting procedure
-

|
!
e e e s e e e e e s s}

5001 stOps

Wet

i‘”"’""”“"“‘“‘"““”“” T e ——y

I Remove spark plugs 1
-y & plug

T ORI |

e

P N a—— e s s s oy

Lﬁﬂs*art with ﬁhi‘)i&ﬁ* applied ;

e nsios o s s st o s et e i s o vk

PROBABLE CAUSE

Battery run down
Faulty switch
Worn brushes

Faulty starting clutch
Starter drive gear/idle gear
damaged

No fuel in fuel tank
Clogged fuel tube or fuel
filter

Clogged float valve
Clogged fuel tank cap
breather hole

Faulty spark plug

Fouled spark plug

Faulty C.D.L unit

Broken or shorted high
tension cord

Faulty A.C. generator
Broken or shorted ignition
coil

Faulty main switch

Yalve clearance too small
Valve stuck open

Worn cylinder and piston
rings

Damaged cylinder head
gasket

Seized valve

Improper valve timing

Choke excessively apen
Carburetor pilot screw
excessively closed

Air leaking 3:'18%1 manifold
improper ignition timing
{C.D. unit or AC, gene-
rator at fault)

} Carburetor flooded

Carburetor choke excessively
closed

Throttle valve excessively
opened

Date of issug: January, 1978

EHONDA MOTOR CO., LTD.




TROUBLESHOOTING

@ ENGINE LACKS POWER

SYMPTOM

-

CHECK

e e ﬁrﬁ*aise wheels off ground E

] r

]

Wheel spins fresly

Wheet does not spin

i

s o s s, enr e, e e, o

i and spin !
-

PROBABLE CAUSE

Brake dragging
Worn or damaged wheel

Tire pressure normal

low

freely [ T T e e ey

1 1 Check tire pressure i

e oy S o e e e e e oo e e | ofith tive gauge i

2 ; . b o e i s e o
Tire pressure too

bearing

Wheel bearing needs
tubrication

Final gear bearing damaged
Punciured tire

3 i

I

Engine spead jowered when
clutch is released

Engine speed doss not
change when clutch
is released

Try rapid acceleration from |
LGQW to second !

e v ot s ot s i s e

Faulty tire valve

Clutch slipping

o o e St s e o g

H . .
i Lightly accelerate engine |}

Rtstsmtoniompaersiosrmsmintsisnsminnsy e oeim it e siomn. i ot s i v v s s

4

Engine speed increased

Ergine speed not in-
creased sufficiently

Warped clutch dise

}

) Worn cluteh disc

}

} Weak clutch spring

1
i

5

1

[ e e e

Y ———— | 1113 LT 1T G !

|

Lo s e s it s o e

{1} Carburetor choke closed
(2} Clogged air cleaner

(3} Restricted fuel flow

;(4; Clogged fuel tank breather
L cap hole

Clogged muffler

. L, improper ignition ~{1} Faulty C.D1 i
fgnition timing is correct s f autty L1, unit
¢ timing o e e e ey == {B) Egulty ALC. generator
f i Check valve clearance i
X o T e e e en e e = (1) Imiproper valve adjust-
& i ! ment
Ve . —{2} Worn valve seat
Valve clearance is normal Jafm clearance is
not correct e T T
; | Test cylinder compression
L gz.: e using compression gauge 3
v E , e e e v e e e el 1) Valve stuck open
g““(ﬁ) Worn cylinder and/or
Compression is normal Compression is low pistor rings
%‘B) Leaking head gasket
e e e e e ~{4} Improper valve timing
; Check carburetor for clogg-
g 1 v,
]
Carburetor is not clogged | Carburetor is clogged {1} Carburetor not serviced
e e i e e oy frequently enough
g ey e e e e e o e e e e o Flemove spark plugs !
{ 1 S e e i o o e ot o et i ot
Plug is not fouled or dis- Plug is fouled or dis- i1} Plugs not serviced
colored colored L fraquently encugh
-{Z) Use of plug with improper
i e e e e o e e s e ey heat range
e e e e e oo e o e e ;
1 Fermove oif level gauge and |
10 i check oil tevel and fouling E
: b I ] T EM{‘R} Qil tevel too high
| Qi tevel is normal Qil tevel is not correct {2} Ol tevel oo fow
! o e e e e (3} Contaminated ol
11 ““{ Remove cylinder head cover |
: i ; and inspect fubrication | ,
Valve train is lubricated Valve train is not lub- oo == {4} Clogged oil passage
sufficiently ricated property L{2) Clogged oil control orifice
i o o e o e e
PR e e e ~{ Check if engine overheats ¢
! S o o s o o st s s st s i s 4

Date of lssue: Jarnuary, 1978
COHONDA MOTOR CO., LTD.




TROUBLESHOOTING

P

2
E

ngine is not overheated

Engine overheats

{1} Excessive carbon build-up
in combustion chamber

Use of improper quality of

i
| speed
E—

{Ame?mam or run at high Mﬁ
!

VR R |

13

H

Engine does not knock

Engine knocks

fuel

Cluteh slipping

Fuel air mixture too lean
Insufficient coolant in radistor
Faulty thermostat

Clogged radiator fing

Clogged or restricted water
jackets

Worn piston and cylinder
Fuel air mixture too lean

Use of improper grade of

fuel

Excessive carbon build-up
in combustion chamber

® POOR PERFORMANCE AT LOW AND IDLE SPEED

SYMPTOM

|

o e o e o e e e o e o d VBNV ClBErENCE

i Check ignition timing and

e I ——

1

Corract

E Incorrect t

lgnition fiming too advanced
{Faulty C.D1. unit or AC.
generator)

POUSSIBLE CAUSE

improper valve
clearance

i |

[P o ey

e ey Check carburstor pilot {
| screw adjustment !

U OV Y |

1

3

~
o

-

rrect g

irnproper ignition timing
{Faulty C.D.1. unit or
A.C. generator}

Fuel air mixture too lean

; Incorrect

Cffe o e scohins S i b v v oo werte %

o o o e e
Check if air is leaking i
i past manifold i

S e o e s s s s e e s )

Mot leaking

Leaking

{To correct, screwout)
Fuel air mixture too rich
{To correct, screw in}

Deteriorated insulator

U

o e e oy

= Try spark test i
i

o o o i e e s e e e o )

i

Good spark

Weak or intermittent

Cering
L.oose carburetor

Faulty, carbon or
wet fouled spark plug

spark

PR,

Faulty C.D.1, unit

A.C. generator faulty
ignition coil out of order
Broken or shorted high
tension coil wire

Faulty main switch

Date of Issue: January, 1978
OHONDA MOTOR CO., LTD.




TROUBLESHOOTING

® POOR PERFORMANCE AT HIGH SPEED

SYMPTOM ___ CHECK POSSIBLE CAUSE
?; et o e e ﬁ%hack ignition timing and
Lva%ue clearance
Adiusted correctly Mot adjusted e e e == (1) Improper valve clearance
properiy {2} C.D.1L unit faulty

{3} A.C. generator faulty

ﬁrﬁisconnem fuel tube at car- |
ibummr |

{1} Lack of fusl in fuel tank

: {‘:(2) Clogged fuel line

Fusl flows out fresly Fusel flow is restricted {3} Clogged fuel tank cap
L 9

breather ho

le
e s i o e o e {4} Clogged fuel vaive
e e o o e e e 4 B amiove carburetor and i

2%:%’\,@5:8‘: for clogged jet i

i T ek
Not clogged Clogged {1} Clean
i T T e e - e m—m——
o o o e e e = oo Chiecl valve timing J}
; ! S
Timing is correct Tirming is not correct {1} Cam sprocket is not instal-
1 [ e e e e e e o led properly
e o e e e e e -1 Check valve spring tension é
I 1 B e o i o 7o ot e i s e
1
Not weakened i % Wealk | {1} Faulty spring
—
Fa
e DOOR HANDLING
O SYMPTOM PROBABLE CAUSE
o e A BOTH tire pressures normal)
Steering heavy P 1) Steering cone races too tight
—(2) Damaged steering cones or steel balls
Either wheel is {1} Excessive wheel bearing play
wobbling ~{2) Distoried rim

—{3} improperly instailed wheel hub
~{d} Swing arm pivot bushing excessively worn
(8] Distorted frame

Pulled to ons side

{11 Misadjusted shock absarbers {right and left/front and rear)
{2} Front and rear wheals not aligned
—{3) Bent front fork
~{4} Bent swing arm

' Date of Issue: January, 1878
2{3”4 OHONDA MOTOR CO., LTD.




TROUBLESHOOTING

@ ENGINE NOISE

A
SYMPTOM PROBABLE CAUSE
if valves are noisy {1} Excessive valve clearance
~{2} Worn valve adjusting screw
; ~{3} Worn rocker arms/camshaft
- {4} Bent push rods

Hf pistons slap {1} Worn piston and oylinder
{2} Worn piston pin and rod small end
{3} Excessive carbon build-up in combustion chamber

it cam chain is noisy improper cam chain tension

}
} Waorn cam sprocket teeth
]
}

Worn camshaft bearing
Worn cam chain

it cluteh rattles or chatters L('E} Excessive baciklash between cluth outer and clutch plate
{2) Excessive backlash between clutch center

’ and clutch plate

¥ crankshaft is noisy L‘?} Worn main journal bearing
{2} Worn crankpin bearing

{2} Worn splines

it gears rattle %:H Worn or binding primary gear
~{3} Damaged driven gear damper rubbers

& ENGINE OVERHEATS

{1} Insufficient coolant in radiator
{2} Clogged radiator

{31 Clogged water jackets

(4} Damaged water pump impeller
{B) Prasence of aiv in cooling system
{6} Faulty radiator cap
{7} Loose cooling fan

Date of lssue: January, 1978

CHONDA MOTOR CO., LTD. 2@“5






